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WYKABOR 20 
 
Wykabor 20 is a special boron-based, brushable and 
sprayable wood preservative for use in high risk areas to 
treat against dry and wet rot as well as wood destroying 
insects. 
Wykabor 20 has been designed for use in all timbers at 
high risk of damage or decay such as joist ends, purlins, 
wall plates, cut ends and rafter ends. 
Wykabor 20 leaves no surface residues after treatment, 
is non staining and can be over painted in time. Suitable 
for interior and exterior applications. 
 
SPECIAL PROPERTIES 
 

·  Penetrates sapwood and heartwood. 
·  Excellent highly penetrating preservative for 

the control of wood – rotting fungi and wood 
boring insects 

·  Approved under COPR 1986 for use as a 
wood preservative 

·  Low environmental hazard  
·  Wider spectrum of activity than conventional 

preservatives. 
·  Non-staining 
·  Odourless and non-flammable 
·  Permanent protection because the active 

ingredient does not breakdown 
·  Wykabor 20 is compatible with all known 

building products. 
 
DIRECTIONS FOR USE 
Treatment of wood boring insects and fungal 
decay: 
1. The surface should be free from oils or 
grease. Surface debris such as loose 
chippings or sawdust should be removed. 
Decayed areas should be cut back to sound 
wood and suitably repaired as appropriate. 
2. Wykabor 20 may be applied to bare wood 
by dipping, brushing or spraying. In the case 
of dry rot particular attention should be 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
made to spray to refusal. In the case of smooth prepared 
timber, two brush coats are usually sufficient. Always 
allow a first coat to dry thoroughly before applying a 
successive coat. 
3. When dry Wykabor 20 treated timbers may be 
decorated if required with either paints or stains. 
4. Wykabor 20 may be used in outdoor conditions 
provided that the timber treated is then protected from 
weathering by an appropriate coating or sealant. 
5. As a surface application the gel will not penetrate 
through paint, varnishes or other coatings and these 
should be removed before treatment. Wykabor 20 can 
be injected through predrilled holes in areas where paint 
and coatings cannot be removed. 
6. Clean all tools, brushes and equipment with water. 
 
COVERAGE 
Rough sawn timber: 1 litre 6-9m2 (brush) 1 litre to 5m2 
(spray) 
Smooth prepared timber: 1 litre to 12-14m2 (brush) 1 
litre to 5m2 (spray) 
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By injection: Apply as necessary or until refusal through 
predrilled holes. 
 
PACKAGING 
Available in 5 and 25 litre robust plastic containers. 
 
SHELF LIFE AND STORAGE 
Twelve months in unopened, sealed containers. 
Store in original packaging, unopened or sealed in a dry, 
safe place. 
Keep out of reach of children. 
Keep away from food, drink and animal feedstuffs. 
Viscosity may be reduced at elevated temperatures.  
 
HEALTH AND SAFETY 
Wykabor 20 is approved under the HSE COPR 
1986 for use as directed HSE No. 7518. 
Refer to the Safety Data Sheet for the product. 
Use only as a wood preservative. Keep away 
from children and always read the label. 
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