Fugenex
Dry Rot Sensor

Low Disturbance Building Protection

The Fugenex Dry Rot Sensor is a specially

treated colour-dyed wooden dowel for insertion

into timber or masonry.

The Fugenex Dry Rot Sensor changes colour

in the presence of incipient Dry Rot, thus warning of
risk before physical damage occurs.

The Fugenex Dry Rot Sensor is a softwood dowel,
6mm in diameter, fitted with a numbered end cap
for identification. Each dowel is vacuum treated
with a Patented reagent dye which changes colour
from blue to yellow in the presence of incipient
(early) Dry Rot.

Active Substance

Patented, non-hazard, myco-sensitive blue reagent
Other Components

Softwood dowel, plastic cap

Size

6mm diameter x 100mm, (in-wall length)
Installation Hole

8mm diameter x 110mm

Classification

Not classified

Pack

Cardboard display pack of 8 dowels
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No need for destructive survey
= Early recognition of wood decay fungi
* The full extent of spread of dry rot ca
* Growth can be monitored
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* Easy to install

» Monitors at-risk areas

* Fast re-inspection/re-fit

* Indefinite re-use

* Distinctive colour change
* Requires no maintenance

For detecting the earliest signs of Dry Rot in
buildings, boats, aeroplanes - in any timber or
masonry structure at risk due to elevated moisture
content. Recommended for ALL buildings having a
history of Dry Rot and all others with masonry or
timber at moisture contents above 18%.

Design a layout for the Sensors that surrounds the
‘at risk’ or damp area (see our Installation Method
and Surveyors Notes). Drill 8mm diameter holes
and blow out the dust. Ensure that the holes are at
least 110mm deep to allow full penetration.

Insert the dowels up to the plastic knob. Allow 14
days for them to achieve the moisture content of
the substrate. Remove and check at regular
intervals. If any yellow areas are found call your
expert advisor at once.
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